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Acreage and Proportionate Extent of the Soils

Perry County, Alabama

_______________________________________________________________________________________________________
       |                                                                         |            |
 Map   |                                Soil name                                |   Acres    |Percent
symbol |                                                                         |            |
_______|_________________________________________________________________________|____________|________
       |                                                                         |            |
AnA    |Annemaine silt loam, 0 to 2 percent slopes, rarely flooded---------------|     10,820 |    2.4
BaA    |Bama fine sandy loam, 0 to 2 percent slopes------------------------------|      1,530 |    0.3
BaB    |Bama fine sandy loam, 2 to 5 percent slopes------------------------------|      4,640 |    1.0
CaA    |Cahaba sandy loam, 0 to 2 percent slopes, rarely flooded-----------------|      8,030 |    1.7
CaB    |Cahaba sandy loam, 2 to 5 percent slopes, rarely flooded-----------------|      1,280 |    0.3
DsD2   |Demopolis-sumter complex, 3 to 8 percent slopes, eroded------------------|      4,650 |    1.0
DwB    |Demopolis-watsonia complex, 1 to 3 percent slopes------------------------|      2,700 |    0.6
EnA    |Eunola sandy loam, 0 to 2 percent slopes, rarely flooded-----------------|      5,780 |    1.3
EtA    |Eutaw clay, 0 to 1 percent slopes----------------------------------------|      1,880 |    0.4
FuA    |Fluvaquents, ponded------------------------------------------------------|      1,710 |    0.4
GrA    |Greenville loam, 0 to 2 percent slopes-----------------------------------|      2,280 |    0.5
GrB    |Greenville loam, 2 to 5 percent slopes-----------------------------------|      4,840 |    1.1
KpB    |Kipling clay loam, 1 to 5 percent slopes---------------------------------|     17,070 |    3.7
LnB    |Luverne sandy loam, 2 to 5 percent slopes--------------------------------|     12,990 |    2.8
LsD    |Luverne-smithdale complex, 5 to 15 percent slopes------------------------|     12,430 |    2.7
LsE    |Luverne-smithdale complex, 15 to 35 percent slopes-----------------------|     98,200 |   21.4
MIA    |Mantachie, iuka, and kinston soils, 0 to 1 percent slopes, frequently    |     29,790 |    6.5
       |flooded------------------------------------------------------------------|            |
MkC2   |Maubila flaggy loam, 2 to 8 percent slopes, eroded-----------------------|      4,470 |    1.0
MsE    |Maubila-smithdale complex, 15 to 35 percent slopes-----------------------|     35,890 |    7.8
MtA    |Minter silty clay loam, ponded-------------------------------------------|      1,940 |    0.4
MyA    |Myatt fine sandy loam, 0 to 1 percent slopes, rarely flooded-------------|      8,040 |    1.7
OaA    |Ochlockonee sandy loam, 0 to 1 percent slopes, occasionally flooded------|        740 |    0.2
ObB    |Ochlockonee-riverview complex, gently undulating, frequently flooded-----|      7,280 |    1.6
OcB    |Ocilla-jedburg complex, 1 to 3 percent slopes----------------------------|      1,430 |    0.3
OkB    |Okolona silty clay loam, 0 to 3 percent slopes---------------------------|     18,030 |    3.9
OtC    |Oktibbeha clay loam, 1 to 5 percent slopes-------------------------------|      2,200 |    0.5
Pt     |Pits---------------------------------------------------------------------|        160 |     *
SaD    |Saffell gravelly sandy loam, 5 to 15 percent slopes----------------------|      6,500 |    1.4
SbB    |Saffell-maubila complex, 2 to 5 percent slopes---------------------------|      1,580 |    0.3
ScB    |Smithdale sandy loam, 2 to 8 percent slopes------------------------------|     36,020 |    7.8
ScD    |Smithdale sandy loam, 5 to 15 percent slopes-----------------------------|     20,940 |    4.6
SdA    |Subran fine sandy loam, 0 to 2 percent slopes----------------------------|      2,910 |    0.6
SdB    |Subran loam, 2 to 5 percent slopes---------------------------------------|      3,280 |    0.7
SeA    |Sucarnoochee clay, 0 to 1 percent slopes, frequently flooded-------------|     20,790 |    4.5
SfB    |Suffolk fine sandy loam, 1 to 5 percent slopes---------------------------|      4,380 |    1.0
SmB    |Sumter silty clay loam, 1 to 3 percent slopes----------------------------|      7,790 |    1.7
SnD2   |Sumter silty clay loam, 3 to 8 percent slopes, eroded--------------------|      7,200 |    1.6
SoB2   |Sumter-oktibbeha complex, 1 to 3 percent slopes, eroded------------------|      1,920 |    0.4
SoD2   |Sumter-oktibbeha complex, 3 to 8 percent slopes, eroded------------------|      7,690 |    1.7
VaA    |Vaiden clay, 0 to 1 percent slopes---------------------------------------|     20,830 |    4.5
VaB    |Vaiden clay, 1 to 3 percent slopes---------------------------------------|     15,800 |    3.4
W      |Water, > 40 acres--------------------------------------------------------|      1,400 |    0.3
       |                                                                         |____________|________
       |     Total---------------------------------------------------------------|    459,830 |  100.0
_______|_________________________________________________________________________|____________|________

     * Less than 0.1 percent.


